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GENERAL CONSTRUCTION NOTES:

1. A PRE-CONSTRUCTION MEETING WITH THE ENGINEER, DoS REPRESENTATIVES FROM BOTH
DEVELOPMENT AND PARKS, AND PROJECT ARBORIST IS REQUIRED.
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ON SITE STORMWATER MANAGEMENT (SWM) NOTES
CONTRACTORS QBLIGATION

[PRE-CONSTRUCTION MEETING
THE CONTRACTOR MUST ARRANGE WITH THE ENGINEER, A PRE—CONSTRUCTION MEETING TO
REVIEW THE SWM QBJECTIVES BEFORE SETTING OF ANY FOUNDATION OR BUILDING PERIMETER
DRAINS.

REFER TO GENERAL NOTES

SURFACE_WATER CONTROL

SOURCES OF UPSLOPE SURFAGE WATER THAT DRAIN ONTO DISTURBED AREAS SHALL BE
INTERCEPTED AND CONVEYED TO A STABILZED DISCHARGE POINT DOWN SLOPE OF THE
DISTURBED AREAS.

SEDIMENT RETENTION

DURING CONSTRUCTION AND RE—ESTABLISHMENT OF VEGETATION AND LAWN, SURFACE WATER
RUN~OFF FROM DISTURBED AREAS OF THE PROJECT, OR ANY OTHER SOURCE OF SEDIMENT OR
POLLUTANT LADEN WATER, SHALL NOT BE ROUTED THROUGH ANY STORMWATER MANAGEMENT
SYSTEM. A SEDIMENT POND, TRAP, PERIMETER PROTECTION, SUCH AS SILT FENCES, OR OTHER
ENGINEER APPROVED SURFACE TREATMENTS SHALL BE USED.

COMMISSIONING OF SWM.SYSTEMS

TEMPORARY EROSION AND SILT CONTROL TREATMENTS SHALL REMAIN IN PLACE UNTIL THE
ENTIRE SITE HAS BEEN STABILIZED AND VEGETATION RE-ESTABLISHED.

SWM_OBJECTIVES

GENERAL

ALL LOTS SHALL BE PROVIDED WITH STORMWATER MANAGEMENT SYSTEMS FOR ROOF AND
DRIVEWAY SURFACES.

THIS PLAN SHOWS REPRESENTATIVE EXAMPLES OF TYPICAL SWM CONFIGURATIONS FOR EACH LOT.

THE OWNER AND CONTRACTOR SHALL CONSULT WITH THE ENGINEER REGARDING THE ULTIMATE
ARRANGEMENT AND SCOPE OF REQUIRED SWM COMPONENTS.

INTENT OF SWM IS TO REDIRECT ALL HARD LANDSCAPE RUNOFF INTO ENGINEERED SYSTEMS FOR
WATER RECHARGE TO SURFACE OR GROUND FOR DISPERSION AND OR INFILTRATION.

BUILDING FOUNDATION PERIMETER DRAINS

THE FOUNDATION PERIMETER DRAINS (PD) FROM BUILDINGS SHALL BE DIRECTLY CONNECTED TO
THE COMMON OR MUNICIPAL DRAIN CONNECTION AS APPLICABLE, AND NOT ROUTED THROUGH
THE ROOF OR DRIVEWAY DRAIN SYSTEMS.

FOUNDATION DRAINS TO BE PROVIDED OTHERWISE AS REQUIRED BY THE BC BUILDING CODE.

BUILDING ROOF DRAINS
THE ROOF DOWNSPOUTS (RD) FROM DWELLINGS ARE TO BE SEPARATE FROM THE FOUNDATION
PERIMETER DRAIN AND ROUTED THROUGH THE SWM SYSTEMS PRESCRIBED HEREIN.

GENERAL NOTES:
DRAWING INFORMATION

DIMENSIONS ARE METRIC; MILLIMETERS ON DETAIL DRAWINGS; METERS ON 1:250 PLAN AND PROFILE,
UNLESS OTHERWISE NOTED.

INFORMATION THAT IS PROVIDED IN OUR PLANS, DESIGNS, OR SPECIFICATIONS IS INTENDED TO
INDICATE THE GENERAL ARRANGEMENT OF WORK TO BE CARRIED OUT. AS THE PROJECT PROGRESSES,
THE DEGREE OF DETAIL THAT IS PROVIDED MAY REQUIRE ADDITIONS OR DELETIONS.

EXISTING SERVICE INFORMATION WITHIN AREAS OF CONSTRUCTION MAY HAVE BEEN SUPPLIED BY
OTHERS AND ARE APPROXIMATE ONLY, ADDITIONAL SERVICES MAY BE PRESENT BUT NOT INDICATED ON
THESE DRAWINGS.

EXISTING SERVICES TO BE VERIFIED OR EXPOSED IN FIELD. CONTACT ENGINEER IF THERE ARE ANY
CONFLICTS. ALL ALTERNATE DESIGNS ARE TO BE SUBMITTED THROUGH CONSULTING ENGINEER.

GENDW. REQUIREMENTS
REFER TO KYLE ENGINEERING'S "STATEMENT OF CONDITIONS™ FOR ADDITIONAL INFORMATION AS TO THE
USE OF THESE DOCUMENTS AND CONSTRUCTION OF THE WORKS.

REFER TO SAANICH STANDARD DRAWINGS AND SPECIFICATIONS AND PERMITS, MASTER MUNICIPAL
CONSTRUCTION DOCUMENTS, LATEST EDITION, INCLUDING SAANICH BYLAW 7452 AND ADDENDUMS
THEREOF, BC HYDRO, TELUS, SHAW AND FORTIS GAS DRAWINGS AND SPECIFICATIONS, AND OTHER
AGENCIES/ SUB—CONSULTANTS DRAWINGS AND SPECIFICATIONS FOR INFORMATION NOT COVERED ON
THESE DRAWINGS.

ALL OTHER CONSTRUCTION, MATERIAL AND INSTALLATION OF SERVICS NOT COVERED SPECIFICALLY BY

THE BC BUILDING CODE, BC ELECTRICAL CODE, OR BY OTHER BYLAWS OR SPECIFICATIONS SHALL BE

IN GENERAL CONFORMANCE WITH THE MASTER MMWCD SPECIr / DETAIL . AND
ADDENDUMS.

UNLESS OTHERWISE SPECIFIED HEREIN, ALL WORK WITHIN PRIVATE PROPERTY AND EASEMENTS TO BE
INS';ALLEE D IN ACCORDANCE WITH THE BC BUILDING CODE AND INSPECTED BY THE MUNICIPAL WORKS
INSPECTOR.

USE OF INFORMATION

THIS DOCUMENT MAY NOT BE USED, COPIED OR SHARED WITHOUT THE EXPRESS WRITTEN AUTHORITY
OF KYLE ENGINEERING AND AT NO TIME MAY IT BE USED OR REFERENCED IN ANY FORM FOR ANY
LEGAL INSTRUMI

COORDINATION REQUIREMENTS

COMMUNICATION AND REPORTING
CONTACT BC ONE—CALL PRIOR TO CONSTRUCTION FOR FOR SERVICES LOCATE. 1-B00-474—6886

THE CONTRACTOR IS TO COORDINATE AND COMMUNICATE WITH THE ENGINEER, ALL UTILITIES, AND
AUTHORITIES HAVING JURISDICTION, WELL IN ADVANCE (2-WORKING DAYS MINIMUM) OF THE START OF
ANY EXCAVATION AND COMMENCEMENT OF EACH PHASE OF CONSTRUCTION.

THE CONTRACTOR SHALL COORDINATE AND SCHEDULE ALL SUB-CONSULTANTS, CONTRACTORS AND
TRADES REQUIRED FOR THE COMPLETION OF THE WORKS.

THE CONTRACTOR SHALL PROVIDE THE REQUIRED QUALITY CONTROL AND CONFORMANCE TESTING
REPORTS TO THE ENGINEER AT THE COMPLETION OF EACH PHASE OF THE WORK. ENGINEER WILL THEN
SEND RELATED DOCUMENTATION TO SAANICH WITH REGARDS TO ITS INFRASTRUCTURE.

PERMITS

A TREE BYLAW PERMIT IS TO BE OBTAINED PRIOR YO ANY SITE ACTIVITIES.

A PERMIT TO CONSTRUCT WORKS ON A MUNICIPAL ROAD ALLOWANCE MUST BE OBTAINED BEFORE
WORKS COMMENCE. A TRAFFIC MANAGEMENT PLAN WILL BE REQUIRED.

A PERMIT TO CROSS OR WORK NEAR FORTIS GAS PIPELINE IS REQUIRED. CONTACT 1-877-509~0896

NOTIFICATION
PRE—CONSTRUCTION MEEYING REQUIRED BEFORE ANY WORKS WITH ENGINEER, CONTRACTOR, PROJECT

2. CONTACT & NOTIFY ALL HOMEOWNERS AFFECTED BY WORKS 4 WEEKS PRIOR TO CONSTRUCTION.
3. AL CONSTRUCTION AND MATERIALS SHALL CONFORM TO SAANICH STANDARD SPECIFICATIONS AND A . N ON=SITE_DRIVEWAYS s O AR REFS TES. SAANICHTDEVEL ORENTIANDAGARKS.
DRAWINGS UNLESS OTHERWISE NOTED ON THIS DRAWING. /" TREE NEW DRIVEWAY SURFACE AREAS ARE TO BE PERMEABLE; CLEAR CRUSH GRAVEL C/W 3m WHEN GIVING ADVANCE NOTIFICATION, THE CONTRACTOR SHALL TAKE INTO CONSIDERATION THE
4. REPAIR AND/OR REPLACE ALL INFRASTRUCTURE/PRIVATE PROPERTY DAMAGED OR REMOVED DURING - ASPHALT APRON UNLESS OTHERWISE APPROVED BY SAANICH, DRIVEWAY INCLUDED IN SWM SCHEDULING DEMAND AND PRIOR COMMITMENTS OF ALL PARTIES.
CONSTRUCTION, TO BETTER THAN, OR EQUAL TO PRE~CONSTRUCTION CONDITION. : STORAGE.
5. REINSTATE ALL PRIVATE PROPERTY TO PRE~CONSTRUCTION CONDITIONSAND BOULEVARDS TO s - R IEXPENSNE] TESNC T OV Lo aiteed i RESULIEIN DEFAYSS REJECTION CF THE WORK;
SPECIFICATION, & PROVIDE DRVEWAY IN AGGORDANCE WITH DRIVEWAY ACCESS BYLAW AND SAANICH STD DWG DES
6. CONTACT SAANICH PARKS DEPARTMENT PRIOR TO WORKING IN AND AROUND TREES. - 33. THE ENGINEER IS TO BE NOTIFIED BY EMAL OR OTHERWISE IN WRITING AT LEAST 5 DAYS BEFORE ANY
7. ENSURE THE CURRENT MUNICIPAL O.H.&S. GROUND DISTURBANCE PRACTICE AND PROCEDURES ARE CONSTRUCTION LAYOUT IS REQUIRED.
FOLLOWED. CONTACT BC1 AT 1~B800—474—6886 FOR EXTERNAL UTIITY LOCATIONS AT LEAST 72 N SWM_SYSTEM DESIGN NOTES THE CONTRACTOR SHALL NOTIFY THE Y IF ARE NOT FAVORABLE TO
HOURS PRIOR TO THE START OF CONSTRUCTION. THE ACHIEVEMENT OF THE DESIGN INTENT.
8. NOTIFY THOSE HOMEOWNERS WHO WILL BE AFFECTED BY CONSTRUCTION 48HRS BEFORE BEGINNING FOUNDATION PERMFTER_DRAINS
WORKS. PROVIDE DRAINS SUBSTANTIALLY IN ACCORDANCE WITH THE BC PLUMBING CODE UNLESS A S J e AUESTED R CONSTRUCTIONECHALES. MUST! BE. S EMITIED AND APPROVED BY THE
9. CONFIRM LOCATION AND ELEVATION OF EXISTING UTILTIES AT ALL CROSSINGS AND CONNECTIONS I OTHERWISE APPROVED BY THE ENGINEER. PRIOR TO_ IMPLE
PRIOR TO CONSTRUCTION.
10. ENSURE ALL EXISTING SERVICES STAY IN OPERATIONAL CONDITION DURING CONSTRUCTION. ROQF_DRAINS TESTING REQUIREMENTS
11. SIGNS ARE TO BE CONSTRUCTED AS PER DoS STANDARD DRAWING C18SS. PROVIDE ROOF WATER LEADERS AND PERIMETER ROOF DRAINS SUBSTANTIALLY IN ACCORDANCE el gl AP 3 ETACEROUALS, ngégm%i{ﬁg”&ﬁg%ﬁ%%?&%ﬁ”
WITH THE BC BUILDING CODE AS SHOWN ON THE APPROVED BUILDING PLANS UNLESS OTHERWISE  aiyp a8 ovHLNWISE NedUIRen oy Saains o T hRETE, N
APPROVED BY THE ENGINEER.
L ALL TESTING 1S TO BE PROVIDED BY THE CONTRACTOR AT THE CONTRACTORS EXPENSE.
- DIRECT 100MM ROOF WATER COLLECTION PIPE TO STORAGE/FILTRATION CHAMBER TRENCHES VIA MISCELLANEOUS
g At SWM SILT TRAP S INDICATED. ALL PUBLIC ROADS ARE TO BE MANTAINED MUD AND DUST FREE DURING CONSTRUCTION.
REFER TO DETAIL 011G ALL LANDSCAPING AND STRUCTURES TO BE REINSTATED TO ORIGINAL CONDITION OR BETTER.
DETAILED CONSTRUCTION NOTES: . = N FOR ROADS TO BE PER DoS STD DWG G5aSS AND AS PER
& <ol STORMWATER MANAGEMENT G5bSS FOR MAJOR/CO! ROADS
(@) X,125mm WATER CONNECTION TO BE UPGRADE TO 19mm SERVICE AND METER BY SAANICH AT APPLICANTS \ & - \ 508 i
EXPENSE \ - A SUT TRAP SOMTRACTOR 15 RESPONSIELE FOR PREPPING TREE PLANTNG AREAS FOR SCHEDULE I & REPLAGEMENT
@ - TREES, |F TREE PROTECTION FENCIG IS NOT PUT DURING AL CONSTRUCTION OR
(2) NEW 19mm PROVISIONAL WATER CONNECTION TO BE PROVIDED BY SAANICH AT APPLICANTS EXPENSE e © #01 SWM RELATED SILT TRAPS (ST) TO BE CONSTRUCTED AS SHOWN IN DETAL D128 PLANTING AREn IS OF LOW GUALTY, THEN, THE, COMTRCOTR WUGT HAVE A PROVECT AKBORIST
(@) CAP EXISTING 100mm SEWER CONNECTION BY SAANICH AT APPLICANTS EXPENSE. ",w‘” \ & PLAN \ STORAGE/ FILTRATION CHAMBER TRENCHES Cmn THE PLANTING AREA (SOIL VOLUME, QUALTY, ETC) AT APPLICANTS EXPENSE.
(&) TWO NEW 100mm SEWER CONNECTION AND IC TO BE PROVIDED BY CONTRACTOR AT APPLICANTS EXPENSE. % e s < SCALE 1:250 NINE (9) STORMTECH SC 310 CHAMBERS TO BE CONSTRUCTED AS SHOWN IN DETAIL D11C: 7
(9 REPLACE EXISTING STORM CONNECTION WITH NEW 100mm STORM CONNECTION AND. IC BY CONTRACTOR AT [ 5 15m IRENGH_DAMS 1
e 1250 p——— ] ALL TRENCH DAMS ARE TO BE PROVIDED AS FULL DEPTH COMPACTED CLAY OR OTHER
APPROVED IMPERVIOUS BARRIER. OBJECTVE IS TO ISOLATE THE INFILTRATOR TRENCH AND BED
EXISTING ST TRAP TO BE REMOVED BY CONTRACTOR AT APPLICANTS EXPENSE
AREA FROM UPSTREAM WATER INGRESS AND DOWNSTREAM WATER EGRESS. LOCATIONS TO BE
@ wew INDICATED BY ENGINEER ON STTE.
NEW_SEWER MAIN EXTENSION TO BE PROVIDED AS SHOWN BY CONTRACTOR AT APPLICANTS EXPENSE. SEE
SHREr 3 For DETALS: ®
CONTROLLED OUTLETS / MONTORING WELLS
EXISTING DRIVEWAY TO REMAN FOR USE OF LOT A, 1050MM _CONCRETE CONTROL STRUCTURE AS SHOWN IN DETAIL D11C. COVER TO BE SET FLUSH
FROVDETGNESITE STORMWATER MANAGEMENT AS SHOWL,REFER TOTSHESTIZETGTFOR DETALE m‘}m FINISHED GRADE., CONTROL STRUCTURE TO BE INSTALLED IN ACCORDANCE WITH $1SS
htia . NICIPAL STANDARD.
@ 1HE EXISTING DWELLING MUST BE CONNECTED OR RE-CONNECTED TO STORM DRAIN AND SANTARY SEWER. CLEAMOLT — 1100 PER LATERAL
CONSTRUCTION AND FINISHING
@ ROPOSED CONCRETE DRVEWAY AS SHOWN IN ACCORDANCE WITH SAANCH SPECFICATONS. (STD OMG C755 & T rawi é‘r"?'n"ﬁn“mﬁ GRS o ) ALL BUILDING SITE PERIMETERS ARE TO BE REMEDITED WITH VEGETATION OR LAWN OVER A
® I MINIMUM OF 150MM OF FREE DRAINING TOPSOIL.
60W LED STREET LIGHT AS PER SAANICH REQUIREMENTS BY SAANICH AT APPLICANTS EXPENSE.
@ 860mm WIDE CHAMBERS (STORMTECH SC—310 OR OTHERWISE APPROVED)
NEW 100mm STORM C N AND IC BY OR AT APPLICANTS EXPENSE, g JU— .
. STaCCTORe 13 B s ENVIRONMENTAL NOTES;
§® DXISTING CURB AND GUTTER TO BE REPLACED WITH NEW NMC (MMCD C4) AND GUTTER ALONG CAREY 4S X=SECTION |jmime e om0 o o
e e EnD TONCERIERIE OF CAREXSTRECT (i o — USE BEST MANAGEMENT PRACTICES DURING ON. ADJUST WORK DURING :
® EXISTING ASPHALT SIDEWALK TO BE REMOVED AND REPLACED WITH 2.0m CONCRETE SDEWALK AS PER SAANICH ot RDRRLNG SO S p— . s :gr:gn:ugfs :?‘goﬁ;:: E;o MINIMIZE SEDIMENTS ENTERING THE STORM DRAINAGE SYSTEM.
860 400m; CONTROL MAN 3
% EXISTING SIDEWALK TO BE REMOVED AND REPLACED WITH 2.15m COMBINED CURB AND SDEWALK AS PER BSH 1050 CONCRETE MANHOLE PER STD DWG 5155 —  CHECK ALL EQUIPMENT FOR FLUID LEAKS PRIOR TO ENTERING THE WORK AREA
SAANICH STD DRG C15SS. MIN 0.6m ROAD RESTORATICN REQURED. P ~  NO EQUIPMENT RE—FUELING TO OCCUR IN THE WORK AREA UNLESS SPILL PROTECTION PERMIT TO PRACTICE NUM: 1000348 Tori0.aser. SO Ui ER DR o o
T MEASURES ARE IN PLACE. . ' i ;
0 pro " : [ 502 RIDGEBANK CRESCENT
© provosen Ho O T e O phsg” EQEEIED, wir A i_ ” | ~ A SPILL KIT IS TO BE MANTAINED ON STE THROUGHOUT THE CONSTRUGTION PERIOD. 004-679-172
i — e T TeLw BATER —  SURFACE WATER IS TO BE MANAGED WITHIN THE WORK AREA AND TREATED BEFORE
100 INLES FROM ST TReP [ CONNECTION T0 DRAIN 500mm
‘_1-[1 L1 L | HGHER THAN OUTLET DISCHARGED. THIS MAY INCLUDE ONSITE DETENTION AND/OR CULVERT FILTRATION,
D ey ey —— - COVER EXPOSED SOILS IN INCLEMENT WEATHER ie TARP, HYDRO SEED OR ORGANIC LEAF e ;zssl%\
P ! Lt COMNECTON STREET CONNECTIN MULCH. S (\; HOEL ENGRETING LTD D04
e o — e S J_.L L — L~ STOCKPILE SOILS AWAY FROM CULVERT INLETS AND ENSURE THEY ARE COVERED IF LEFT ¢ LY KYLE ENGINEERING
po e . FOR MORE THAN 48 HOURS. 3 E.S.KYLE 3 - SUNE 1 ";‘ CADILLAC
NOV 202[} FENTHL W Bl EE [T—tomoumomer oo ~ PLACE DRAIN ROCK AND FILET FABRIC AT THE INLET OF CULVERT § RS 5 WEVICTORA, BC, V82 112
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ok BAKFULED N TREE DURING CONSTRUCTION. CONTACT SAANICH ARBORIST PRIOR TO BEGINNING CONSTRUCTION. Ees “ STNEEy ',n
PLANNING DEPT SWM STORAGE/FILTRATION TRENCH AND CONTROL STRUCTURE D11C 7 INSTALL SIT TENGING 45 REQUIRED. s
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